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PPT-500 is a vandal resistant post top luminaire

designed for challenging environments such as rail

platforms.

Standard Colours

Matt Silver

Engineered for performance and reliability, the PPT-

500 is a robust outdoor luminaire designed specifically

for rail platform post-top installations. Its precision

optics deliver uniform illumination across platform

lengths, enabling column spacings of up to 20 metres

while maintaining excellent visibility and safety.

The PPT-500 combines glare control, environmental

sensitivity, and efficient performance in a durable, rail-

ready luminaire.

Concealed light source minimises glare for train

drivers and ensures a low Threshold Increment (TI) for

optimal visual comfort and safety. Zero uplight and a

fully shielded design eliminate obtrusive light,

protecting neighbouring residences, wildlife, and the

night sky. Angled top deters pigeons, helping maintain

cleanliness and reducing maintenance needs. High

utilisation factor ensures maximum light reaches the

working plane, reducing energy waste. Tool-free

access simplifies maintenance and reduces service

time.

Part of our wider Zeroglis® philosophy, PPT 500

reflects our commitment to reducing glare, intrusive

light and sky glow through precise, responsible

exterior luminaire design.

Impact Resistance Rating: IK08 (5J). What is IK

Rating?

Ingress Protection Rating: IP65. What is IP Rating?

Housing: Aluminium body.

Paint: Polyester powder coat. All Colour Options

Available Here.

Diffuser: Clear polycarbonate panel with precision

injection moulded lenses.

Driver: Electronic control gear on a removable tray.

Mounting: Post Top. 76mm Column Diameter

Cable Entry: M20 Cable gland through column

bracket.

Design Life: 30+ years. What is Design Life?

Product Information

https://www.designplan.co.uk/about-us/zeroglis-exterior-lighting/
https://www.designplan.co.uk/ik-rating/
https://www.designplan.co.uk/ik-rating/
https://www.designplan.co.uk/ip-rating/
https://www.designplan.co.uk/corrosion-resistant-paint/
https://www.designplan.co.uk/corrosion-resistant-paint/
https://www.designplan.co.uk/about-us/design-life/


PPT-500 Output (Lum/lm) Load (W) Efficacy (lm/W) CCT (K)

L523mm

PPT-1-3200N-MS 3263 25.2 129 4000

Weight (kg) CRI High Temp (°C) LED Lifetime

5 CRI>80 - L₉₀B₁₀>100,000h

Driver lifetime (up to hours) LED Energy Rating Emergency Output (Lum/lm) Nightlight Output (Lum/lm)

100,000 C - -

Dimensions

523mm x 349mm x 261mm

PPT-1-5200N-MS 5226 41.6 126 4000

Weight (kg) CRI High Temp (°C) LED Lifetime

5 CRI>80 - L₉₀B₁₀>100,000h

Driver lifetime (up to hours) LED Energy Rating Emergency Output (Lum/lm) Nightlight Output (Lum/lm)

100,000 C - -

Dimensions

523mm x 349mm x 261mm

PPT-1-7200N-MS 7241 61.1 118 4000

Weight (kg) CRI High Temp (°C) LED Lifetime

5 CRI>80 - L₉₀B₁₀>100,000h

Driver lifetime (up to hours) LED Energy Rating Emergency Output (Lum/lm) Nightlight Output (Lum/lm)

100,000 C - -

Dimensions

523mm x 349mm x 261mm

PPT-1-9500N-MS 9468 85.9 110 4000

Weight (kg) CRI High Temp (°C) LED Lifetime

5 CRI>80 - L₉₀B₁₀>100,000h

Driver lifetime (up to hours) LED Energy Rating Emergency Output (Lum/lm) Nightlight Output (Lum/lm)

100,000 C - -

Dimensions

523mm x 349mm x 261mm

PPT-1-3200W-MS 3265 26.7 122 3000

Weight (kg) CRI High Temp (°C) LED Lifetime

5 CRI>80 - L₉₀B₁₀>100,000h

Driver lifetime (up to hours) LED Energy Rating Emergency Output (Lum/lm) Nightlight Output (Lum/lm)

100,000 C - -

Dimensions

523mm x 349mm x 261mm

Technical Information



PPT-500 Output (Lum/lm) Load (W) Efficacy (lm/W) CCT (K)

L523mm

PPT-1-5000W-MS 5055 43.1 117 3000

Weight (kg) CRI High Temp (°C) LED Lifetime

5 CRI>80 - L₉₀B₁₀>100,000h

Driver lifetime (up to hours) LED Energy Rating Emergency Output (Lum/lm) Nightlight Output (Lum/lm)

100,000 C - -

Dimensions

523mm x 349mm x 261mm

PPT-1-7000W-MS 7038 62.4 113 3000

Weight (kg) CRI High Temp (°C) LED Lifetime

5 CRI>80 - L₉₀B₁₀>100,000h

Driver lifetime (up to hours) LED Energy Rating Emergency Output (Lum/lm) Nightlight Output (Lum/lm)

100,000 C - -

Dimensions

523mm x 349mm x 261mm

PPT-1-9000W-MS 9079 87.2 104 3000

Weight (kg) CRI High Temp (°C) LED Lifetime

5 CRI>80 - L₉₀B₁₀>100,000h

Driver lifetime (up to hours) LED Energy Rating Emergency Output (Lum/lm) Nightlight Output (Lum/lm)

100,000 C - -

Dimensions

523mm x 349mm x 261mm



Matt Silver -MS

Zhaga 18 socket with wireless controller/photocell plus DALI D4I driver -ZT

Zhaga 18 socket with blanking cap and DALI D4I driver -ZS

DALI-2 Dimming / Monitoring -DA

For further control and sensor options please contact Technical on +44 (0)20 8254 2022 or email technical@designplan.co.uk.

Fitting Options

PPT-500 Drawing PPT-500 Polar Curve
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